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CHARACTERISTICS 
 

 

Xtreme COMPLEX grease is composed of high-quality base oils and Lithium complex soap with 
an exceptional combination of additives that offer excellent rust, corrosion resistance and 
very good EP performance. 
 
Xtreme COMPLEX guarantees: 
 

• Excellent resistance to water washout, 
• Very good resistance to oxidation,  
• Excellent adhesion to metal surfaces, 
• High wear protection and EP properties, 
• Low tendency to separate oil, 
• Wide temperature range of efficient operation, 
• Good resistance to corrosion and rust 
• Very good pumpability at low temperatures. 

 
 
Xtreme COMPLEX is suitable for a wide range of general purpose industrial, automotive and 
other applications demanding EP and high temperature properties. It can be used as long life 
grease in roller bearings, water pumps, electric motors, couplings, cardan joints, in heavy duty 
wheel bearings axles, chains, cables, and in general wherever high efficiency greases are 
needed with severe requirements. 
Xtreme COMPLEX is recommended for use at operating temperatures from -30°C to +160°C. 
 
 
 
DIN 51825: KP2P-30 
 
 
 
 
 

Xtreme COMPLEX  TESTING PROCEDURE TYPICAL VALUES 

Thickener  Lithium complex 

Oil component  Mineral 

Color  Blue 

NLGI Grade  2 

Worked penetration (60 strokes),dmm  ASTM D-217 265-295 

Dropping Point,°C ASTM D-566 >250 

Base oil viscosity @ 40°C, cSt ASTM D-445 220 

Copper Corrosion, (adm) ASTM D-4048 1b 

Rust Protection, rating ASTM D-1743 pass 

4 ball wear test, mm ASTM D-2266 < 0,6 

4 ball weld point test, kg-f ASTM D-2596 315 
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