
 
 
 
 
 

 
 

  
 

 
INFORMATION ON THIS TDS HAS TO BE CONSIDERED UPDATED AT THE DATE OF THE DRAFING, HOWEVER VARIATIONS ON THE FORMULATION OR CHANGES ON THE PERFORMANCE OF THE PROCUCT LATER OCCURRED CAN 

INFLUENCE THE ACCURACY, IN ANY CASE THE ABOVE INFORMATION IS INDICATIVE, AND IT DOESN’T CONSTITUTE PERFORMING LEVEL OF SALE.     
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Xtreme PREMIUM 5W-30 PSA is a 100% synthetic lubricant formulated with carefully selected 
components, including PAO (polyalphaolefins) and high-tech additives to provide exceptional 
performance in the latest generation gasoline or diesel engines from PEUGEOT and CITROËN 
group. 
 
Xtreme PREMIUM 5W-30 PSA provides the following advantages: 
 

• Prolonged life and maintained efficiency of particulate filters for diesel engines and 
catalysts for gasoline engines, 

• Extended service intervals, 
• High detergent / dispersant properties that allow cleaner motors and mud protection, 
• Excellent anti-wear protection over a wide temperature range, 
• Excellent performance at high and low temperatures, 
• Excellent thermal stability and oxidation resistance. 

 
Xtreme PREMIUM 5W-30 PSA is formulated with additives with low sulphated ash content and 
reduced sulphur and phosphorous content (mid-SAPS) that promote protection and extend 
the life of modern after-treatment systems such as SCR and DPF. 
 

 
Xtreme PREMIUM 5W-30 PSA is recommended for gasoline engines and some diesel engines 
that must meet the PSA B71 2290 and B71 2297 specifications, including the most recent, 
which comply with EURO V and EURO VI polluting emissions reduction norms in particular. 
 
 
 
API SN 
ACEA C2/C3 
PSA B71 2290/ PSA B71 2297 
 
 
 
 
 

Xtreme PREMIUM 5W-30 PSA Testing Procedure Typical values 

SAE Viscosity Grade  5W-30 

Density at 15°C, Kg/m3 ASTM D 1298 ≥840,0 

Viscosity at 100°C, cSt ASTM D 445 9,3 ÷ 12,5 

Viscosity Index ASTM D 2270 ≥ 165 

Pour Point, °C ASTM D 97 ≤ -30 

Flash Point, °C ASTM D 92 ≥ 215 

TBN, mg KOH/g ASTM D 2896 ≥ 6 

Sulfated ash, %p ASTM D 874 ≤0,8 
 


